GENERAL INFORMATION:

1. CONTROLLER OPERATING TEMPERATURE: -20°C TO 60°C (-4°F TO 140°F); 95% HUMIDITY, NON-CONDENSING.
2. CONTROLLER STORAGE TEMPERATURE: -20°C TO 70°C (-4°F TO 158°F); 95% RELATIVE HUMIDITY, NON-CONDENSING.
3. ENCLOSURE: NEMA 4X / IP66 METAL ENCLOSURE WITH A CORROSION RESISTANT FINISH.
4. CONTROLLER WEIGHT: 1.6 Kg (3.5 lb).

NOTES:

1. ALL THE DIMENSIONS ARE IN INCHES (MILLIMETERS).
PANEL MOUNT

NOTE: ALL CONNECTIONS ON THE BASE OF THE ENCLOSURE ARE TO BE REMOVED WHEN INSTALLING THE CONTROLLER IN PANEL.

PIPE MOUNT (HORIZONTAL)

NOTE: VIBRATION MOUNT GASKET IS OPTIONAL DEPENDING ON APPLICATION.

WALL MOUNT

NOTE: VIBRATION MOUNT GASKET IS OPTIONAL DEPENDING ON APPLICATION.

PIPE MOUNT (VERTICAL)

BRACKET (SUPPLIED) FOR WALL, PANEL AND PIPE MOUNTING

WEIGHT:

REVDWG. NO.

SIZE

D

B

9015087